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KERN EOS 150K-2
Wireless parcel and veterinary scales for flexible use in industry and practice
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com
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APPLICATION EXAMPLE

FEATURES
Robust platform scale with large weighing surface, suitable for animals, parcels etc.

Wireless radio connection between platform and display device, ideally suited for installation in packing tables. No risk of 
damage to the cable, e.g. by industrial trucks or, in the case of animal weighing, by animals biting through cables

Three radio channels for connecting several platforms to one display device

Tare activation by hand movement thanks to integrated infrared sensor – hygienic and contactless (can be deactivated)

Stainless steel weighing plate, easy cleaning, painted steel base

The low height of the platform facilitates loading, unloading and access

Non-slip rubber mat included with delivery

Animal weighing program: While weighing animals that continue to move during the weighing process, a mean average 
weight value is determined

Simple and convenient 5-key operation

Integrated AUTO-OFF function to preserve the batteries

The scale can be easily transported using rollers and a handle and does not require much storage space

Two external mains adapters as standard for connecting the display device and platform

Wall mount for display device, standard

Protective working cover included with delivery
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TECHNICAL DATA
Large LCD display, digit height 25 mm

Weighing platform dimensions, stainless steel, W×D×H 900×550×60 mm

Dimensions of display device W×D×H 210×110×45 mm

Optional battery operation, 6×1.5 V AA not included in scope of delivery, operating time up to 70 h

Net weight approx. 20 kg

Permissible ambient temperature 10 °C/35 °C

MAIN SCOPE OF APPLICATIONS
Pet supplies

Veterinary practices and clinics

Medical technology

Logistics and dispatch

Packaging and order picking

Quality assurance

PICTOGRAMS
Standard Option

MODEL OVERVIEW

Model 
 
 

Weighing capacity 
 

[Max]

Readability 
 

[d]

Dimensions 
weighing surface 

 

Net weight 
 

approx.

EOS 150K-2 150 kg 0,05 kg 900×550 mm 20 kg

ACCESSORIES

Model Description

EOS-A01 Rubber mat EOS-A01

YKA-29 Power adapter YKA-29 (12 V, 500 mA | 100 - 240 V AC 50/60 Hz 0.8 A | EURO, CH)

SERVICES

Model Description

961-249 Adjustment at the location of installation 961-249 (Not in combination with verification)
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Model Description

963-129 DAkkS calibration certificate 963-129

969-517 Confirmation of the manufacturer’s specification (only in combination with DAkkS calibration 
certificate)969-517

970-101 Warranty extension (+2 years) 970-101
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KERN Pictogram Overview

External adjustment: Adjusting accuracy using external adjustment weight

Units can be switched to e.g. non-metric units

Hold function: When the weighing conditions are unstable, a stable weight is calculated as an average value

Battery operation: Ready for battery operation

Plug-in power supply: 230V/50Hz in standard version for EU, CH. On request GB, USA or AUS version available

Weighing principle Strain gauges: Electrical resistor on an elastic deforming body

Package shipment by courier service: The duration of internal product provision is one day

Accredited calibration (DKD): The duration of the accredited calibration is 3 working days


	Product brochure
	Application example
	Features
	Technical data
	Main scope of applications
	Pictograms
	Model overview
	Accessories
	Services
	KERN Pictogram Overview


