
KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany |  +49 7433 9933-0 | www.kern-sohn.com

1

EN
GL

IS
H

Product brochure

KERN KFS-TM
Professional indicator with 3 displays, verification optional
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com

mailto:info@kern-sohn.com
https://www.kern-sohn.com
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FEATURES
Adjusting program CAL for quick setting

Weighing with tolerance range (checkweighing)

Totalising

Printout with date and time

EC type approval: yes

Integrated KERN Communication Protocol (KCP), ideal for connecting an Merchandise Management or ERP system

Data interface RS-232 as standard

Benchtop stand for display device incl.

Wall mount for display device, standard

TECHNICAL DATA
Weighing units: kg

Load cell resistance: 87 - 1200

Linearisation in dots: 4

Resolution non verifiable: 60.000

Resolution verifiable: 3.000

LCD display, digit height 16,5 mm

Display (segments) 6

Input voltage: 12 V, 500 mA

Dimensions of display device W×D×H 260×150×65 mm

Net weight approx. 1,00 kg

Permissible ambient temperature 0 °C/40 °C

PICTOGRAMS
Standard Option Factory
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ACCESSORIES

Model Description

CFS-A01 RS232 interface cable CFS-A01

CFS-A03 Signal lamp KERN CFS-A03

CFS-A04 RS-232 Y-interface cable CFS-A04

KFB-A01 Rechargeable battery pack KFB-A01 (Pb, 6 V, 1.2 Ah)

KFB-A02 Protective working cover KFB-A02

PFB-A02 Power adapter PFB-A02 (12 V, 500 mA | 100 V - 240 V, 50 / 60 Hz | EURO, CH)

PFB-A03 Power adapter PFB-A03 (12 V, 500 mA | 100 V - 240 V, 50 / 60 Hz | UK)

PFB-A04 Power adapter PFB-A04 (12 V, 500 mA | 100 V - 240 V | US)

YKI-02 RS232-Bluetooth-Adapter YKI-02

SERVICES

Model Description

970-014 Warranty extension (+3 years) 970-014
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KERN Pictogram Overview

External adjustment: Adjusting accuracy using external adjustment weight

Memory: Device-internal memory capacity, e.g. for article data, measuring data, tare weights, PLU etc.

Data interface RS-232: For connection to printers, PCs or other peripheral devices for data transfer over longer 
distances. Network in bus topology possible

KERN Communication Protocol (KCP): a standardized interface command set for KERN balances and other instruments, 
which allows retrieving and controlling all relevant parameters and functions of the device. KERN devices featuring KCP 
are thus easily integrated with computers, industrial controllers and other digital systems

GLP/ISO protocol: The measuring device generates a GLP-compliant printout

Value & time: The measuring device displays the value, date, and time, regardless of the connected printer

Piece counting: Reference quantities selectable. Display can be switched from piece to weight

Sum function: The weight values of weighed items can be added together and the total printed out

Measuring with tolerance range (checkweighing): Upper and lower limit values can be programmed, e.g. for sorting, 
portioning or for measuring coatings or material thicknesses. The process is supported by an acoustic and/or optical 
signal

Universal plug-in power supply: With universal input and optional input socket adapters for EU, CH, GB or EU, CH, GB, 
US or EU, CH, GB, US, AUS

Package shipment by courier service: The duration of internal product provision is one day

Rechargeable battery pack: Rechargeable set

Conformity assessment: The duration of the conformity assessment is 3 working days
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