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KERN OLM 170
The inverted metallurgical microscope for professional applications
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FEATURES
The KERN OLM range is part of the range of inverted microscopes and stands out through its design which is ergonomic, 
robust and extremely stable. This range, with its large working distance is, for example, particularly suitable for surface 
quality testing of raw materials and finished products in industry

Strong and continuously adjustable 5 W LED illumination unit ensures the optimum illumination of the materials to be tested

As standard, the OLM range is fitted with a trinocular eyepiece tube

A simple polarising unit (analyser and polariser) is included with delivery

A large mechanical stage is included with delivery as standard. The coarse and fine focusing knob on both sides guarantees 
optimal adjustment and focusing.

The compact design of the OLM 170 means that handling is even easier and more flexible for the user, so this model can 
also be considered for mobile applications. In the same way, the pre-installed C-Mount Adapter (on the back of the 
microscope) also makes operation easier, as connecting the camera is even easier

Further options such as, for example, a large selection of objectives can be integrated as accessories

A dust cover as well as user instructions are included with the delivery

MAIN SCOPE OF APPLICATIONS
Metallurgy, material testing, Quality assurance

APPLICATIONS AND SAMPLES
Opaque and thick samples, workpieces (surfaces, fold lines, coatings)

TECHNICAL DATA
Optical system: Infinity

4-fold objective revolving unit

Diopter adjustment, both-sided

Butterfly 45° angled

Overall dimensions W×D×H 470×240×330 mm

Net weight approx. 7 kg
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PICTOGRAMS
Standard

ACCESSORIES

Model Description

OBB-A1503 Object holder (Ø 110 mm) OBB-A1503

OBB-A1530 Objective 80x (Infinity Plan) OBB-A1530

OBB-A1656 Infinity planachromatic objective 2x /0,06 W.D. (7,2 mm) OBB-A1656

OCS-A1101 Cleaning liquid OCS-A1101

OCS 901 Cleaning set for microscopes OCS 901

ODC 825 Microscope camera ODC 825 (5,1 MP, USB 2.0)

ODC 832 Microscope camera ODC 832 (5,1 MP, USB 3.0)

ODC 841 Microscope camera ODC 841 (Sony CMOS, 1", USB 3.0)

ODC 854 Microscope camera ODC 854 (8 MP 4 K, USB 2.0, USB 3.0, HDMI)
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KERN Pictogram Overview

Trinocular Microscope: For the inspection with both eyes and the additional option for the connection of a camera

Abbe Condenser: With high numerical aperture for the concentration and the focusing of light

LED illumination: Cold, energy saving and especially long-life illumination

Polarising unit: To polarise the light

Infinity system: Infinity corrected optical system

Length measurement: Integrated scale in the eyepiece

Integrated power supply unit: Integrated in device. 230 V/50 Hz standard EU. More standards e.g. GB, USA or AUS on 
request

Package shipment by courier service: The duration of internal product provision is one day
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