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Product brochure

KERN VHB 2T1
Pallet truck scale with complete protection against dust and water splashes IP65/67 and a 
memory for a container weight

09.10.2026

CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com

mailto:info@kern-sohn.com
https://www.kern-sohn.com
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FEATURES
PRE-TARE function for manual subtraction of a known container weight, useful for checking fill-levels

Display device: plastic, protection against dust and water splashesIP65

Load fork: Protection against dust and water splashes IP67, temporary use in wet areas possible

Pivot range 206°

Castors: Solid rubber on aluminium rims

Load rollers: Tandem tyres to overcome thresholds and obstacles more easily

Summation of weight values

TECHNICAL DATA
Large LCD display, digit height 28 mm

Ready for use: Batteries included, 4×1.5 V AA, operating time up to 80 h

Permissible ambient temperature -10 °C/40 °C

MAIN SCOPE OF APPLICATIONS
Warehouse logistics

Order picking

Industry and production

Scrap and recycling industry

PICTOGRAMS
Standard Option
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MODEL OVERVIEW

Model 
 
 

Weighing capacity 
 

[Max]

Readability 
 

[d]

Dimensions 
weighing surface 

 

Net weight 
 

approx.

VHB 2T1 2000 kg 1 kg 110 kg

ACCESSORIES

Model Description

VHB-A02 Wheel VHB-A02

SERVICES

Model Description

961-251 Adjustment at the location of installation 961-251 (Not in combination with verification)

963-131 DAkkS calibration certificate 963-131

969-517 Confirmation of the manufacturer’s specification (only in combination with DAkkS calibration 
certificate)969-517
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KERN Pictogram Overview

External adjustment: Adjusting accuracy using external adjustment weight

Sum function: The weight values of weighed items can be added together and the total printed out

Units can be switched to e.g. non-metric units

Display device: Protection against dust and water splashes IP65

Load Cell: Protection against dust and water splashes IP67

Platform: Protection against dust and water splashes IP67

Battery operation: Ready for battery operation

Weighing principle Strain gauges: Electrical resistor on an elastic deforming body

Pallet shipment: The duration of internal product provision are three days

Accredited calibration (DKD): The duration of the accredited calibration is 3 working days
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