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SAUTER 281-752

Precise, mechanical spring balances in robust aluminium housing with g/kg readout
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FEATURES

. Aluminium scale tube: robust, long service life, handy

. Gram/Kilogram scale: Measuring result display in grams/kilograms instead of N

. Double scale: For fast or precise recording of the measurement result

. Compressive force measurement: possible using an optional pressure set

. Suspension bow: thanks to the rotating suspension bow the scale can always be aligned to be at the very best line of sight
. High precision: Backlash-free spring bearing with integrated tare screw for highly-precise adjustment

. Non-fatigue stainless steel spring

. High-quality workmanship: Wear-resistant, colour-anodised precision scale with high resolution for accurate readability of
the measuring result
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TECHNICAL DATA
. Measuring precision: = 0,3% of [Max]

. Tare range: 20 % of [Max]

MAIN SCOPE OF APPLICATIONS

e Teaching and training

. Trade and industry

. Quality assurance and incoming goods inspection
e Agriculture

. Leisure and hobby activities

PICTOGRAMS

Standard Option

MODEL OVERVIEW

Weighing capacity Readability Load
Model [Max] [d] support
281-101 10g 0,1g . Clip
281-151 30g 0,25 g . Clip
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Model Weighi[r':ngac):(a]\pacity Reac;:;)ility s::::rt

281-201 60 g 0,5¢g . Clip
281-301 100 g 1g . Clip
281-401 300 ¢g 2g . Clip
281-451 600 g 5g . Clip
281-601 1000 g 10g . Clip
281-752 2500 g 20g . Hook

ACCESSORIES
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Model Description

281-151-001 Hook 281-151-001

281-151-002 Bracket 281-151-002

281-890 Pressure set 281-890

281-892 Bracket 281-892

281-893 Thread clamp 281-893

FL-A10 Power supply FL-A10

SERVICES

Model Description

961-100 Factory calibration certificate 961-100
970-012 Warranty extension (+2 years) 970-012
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KERN Pictogram Overview

Package shipment by courier service: The duration of internal product provision is one day

% Factory calibration (ISO): Factory calibration takes 4 working days
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