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SAUTER 287-110

Mechanical weight and force measurement with quality spring for long service life
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SAUTER 287-110 PROFESSIONAL MEASURING
SINCE 1844
FEATURES
. The very best price/performance ratio thanks to the transparent plastic housing, ideal for schools and educational
institutions

. Double scale: For fast or precise recording of the measurement result

. High precision: Backlash-free spring bearing with integrated tare screw for highly-precise adjustment
. Non-fatigue stainless steel spring

o Abrasion-resistant, colour precision scale with high resolution

. Thanks to the rotating inner tube, the scale is always easy to read

. The bracket which is delivered as standard can easily be swapped for another suspension device, so that the system can be
individually adapted to the items being weighed
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TECHNICAL DATA

. Measuring precision: = 0,3% of [Max]

. Tare range: 20 % of [Max]

MAIN SCOPE OF APPLICATIONS

. Teaching and training

. Trade and industry

. Quality control and incoming goods inspection
. Agriculture

. Leisure and hobby activities

PICTOGRAMS

Standard Option

MODEL OVERVIEW

Weighing capacity Readability Load
Model [Max] [d] support
287-100 10g 0,1g . Clip
287-102 20g 02¢g . Clip
287-104 50 g 0,5¢g . Clip
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Model Weighi[rlzllga():(?pacity Rea(E;)ility s::::rt
287-106 100 g 1g . Clip
287-108 500 g 5g . Clip
287-110 1000 g 10g . Clip

ACCESSORIES

ENGLISH

Model Description

287-A02 Hook 287-A02

SERVICES

Model Description

961-100 Factory calibration certificate 961-100

969-517 Confirmation of the manufacturer’s specification (only in combination with DAkkS calibration
certificate)969-517

970-011 Warranty extension (+3 years) 970-011
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SAUTER 287-110 PROFESSIONAL MEASURING
SINCE 1844

KERN Pictogram Overview

Package shipment by courier service: The duration of internal product provision is one day

% Factory calibration (ISO): Factory calibration takes 4 working days

ENGLISH

KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany | & +49 7433 9933-0 | www.kern-sohn.com




	Product brochure
	Features
	Technical data
	Main scope of applications
	Pictograms
	Model overview
	Accessories
	Services
	KERN Pictogram Overview


