
KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany |  +49 7433 9933-0 | www.kern-sohn.com

1

EN
GL

IS
H

Product brochure

SAUTER JCT 100
New-generation measuring coating thickness gauge
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APPLICATION EXAMPLE

FEATURES
Accurately determines the thickness of coats of paint or varnish on iron or non-iron base material

Combination of magnetic and eddy current measuring methods enables particularly high levels of precision and flexibility. 
The base material is detected automatically

Stable, reliable performance as well as non-destructive measuring

Measuring range up to 2000 µm

Low-wear sensor thanks to state-of-the-art technologies

Single and two-point calibration

Single and repeated measurements for pass/fail assessment. The three-colour LED display shows the current value 
attribute (green: qualified, red: below the limit value, yellow: above the limit value)

The display rotates automatically and makes it easier for the user to read the measured values from many different angles, 
or alternatively it can be locked in place manually

Selection of functions with automotive mode, voice transmission, App for wireless connection (for Android, no iOS support) 
and LED torch

Main application areas: Coating thickness measurement on metals in industry and research, for example in the automobile 
industry, metal processing, painting and inspection

Delivery in a practical box
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TECHNICAL DATA
Measuring precision: 2% of [Max]

Minimum thickness of base material: 300 µm

Selectable measuring units: µm inch (mil)

With internal sensor

Internal memory for up to 55 files (with up to 60} values per file)

Overall dimensions W×D×H 152×65×35 mm

Net weight approx. 0,20 kg

MAIN SCOPE OF APPLICATIONS
Automotive industry

Electroplating and metal finishing

Shipbuilding and aviation

Laboratories and quality control

Construction and building sites

PICTOGRAMS
Standard Option

MODEL OVERVIEW

Model Measuring range 
[Max]

Readability 
[d] Sensor type

JCT 100 2000 µm 0,1 µm
FE

NFE

ACCESSORIES

Model Description

ATB-US07 Adjustment foils ATB-US07

SERVICES

Model Description

961-112 Factory calibration certificate 961-112
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Model Description

970-016 Warranty extension (+3 years) 970-016
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KERN Pictogram Overview

Peak hold function: capturing a peak value within a measuring process

Scan mode: continuous capture and display of measurements

Memory: Device-internal memory capacity, e.g. for article data, measuring data, tare weights, PLU etc.

Data Interface USB: For connection to printers, PCs or other peripheral devices

Statistics: using the saved values, the device calculates statistical data, such as average value, standard deviation etc.

PC Software: to transfer the measurements from the device to a PC

Units can be switched to e.g. non-metric units

Measuring with tolerance range (checkweighing): Upper and lower limit values can be programmed, e.g. for sorting, 
portioning or for measuring coatings or material thicknesses. The process is supported by an acoustic and/or optical 
signal

Rechargeable battery pack: Rechargeable set

Package shipment by courier service: The duration of internal product provision is one day

Factory calibration (ISO): Factory calibration takes 4 working days
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