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SAUTER JIT 200
Infrared thermometer for industry, environmental engineering and maintenance work
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APPLICATION EXAMPLE

FEATURES
Determines the temperature of surfaces precisely

Light EBTN colour display for optimum readability under the most varied environmental conditions

MAX/MIN/AVG/DIF value memory to store the highest, lowest and average measured temperatures in a defined period of 
time as well as the difference between the highest and lowest value

Limit-alarm function with memory for five temperatures or emission values respectively, which trigger an audible and visual 
signal (three-colour LED) when the value goes below or above these values

Main application areas: Temperature measurement in industry (e.g. metal processing, machine construction), environmental 
engineering, agriculture, laboratory and maintenance work (e.g. wind turbines)

Double laser for even better positioning

Hold function for measurements

Time-based measurement is possible

Internal data memory for up to 99 measurements with date and time

With mounting thread for column mount

TECHNICAL DATA
Laser class 2

Tolerance range: +/- 1,5 °C or +/- 1,5 %

Battery operation, 9 V block standard, operating time up to 9 h

Overall dimensions W×D×H 179×127×53 mm

Net weight approx. 0,35 kg
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MAIN SCOPE OF APPLICATIONS
Metal processing and mechanical engineering

Environmental technology

Agriculture

Laboratories and quality control

Maintenance and service

PICTOGRAMS
Standard

MODEL OVERVIEW

Model Measuring range 
[Min]

Measuring range 
[Max] D:S Optic

JIT 100 -32 °C 420 °C 12:1

JIT 200 -32 °C 1100 °C 20:1

SERVICES

Model Description

970-013 Warranty extension (+3 years) 970-013
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KERN Pictogram Overview

Peak hold function: capturing a peak value within a measuring process

Memory: Device-internal memory capacity, e.g. for article data, measuring data, tare weights, PLU etc.

Statistics: using the saved values, the device calculates statistical data, such as average value, standard deviation etc.

Units can be switched to e.g. non-metric units

Measuring with tolerance range (checkweighing): Upper and lower limit values can be programmed, e.g. for sorting, 
portioning or for measuring coatings or material thicknesses. The process is supported by an acoustic and/or optical 
signal

Battery operation: Ready for battery operation

Package shipment by courier service: The duration of internal product provision is one day
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