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Product brochure

SAUTER TN 230-0.01US
Portable measuring device for ultrasonic material thickness testing
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com
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FEATURES
External measuring head

Data interface USB standard

Scan mode (10 measurements per sec.) or single point measuring mode possible

Internal memory for up to 20 files (with up to 100} values per file)

Selectable measuring units: mm inch

Scope of delivery: Operating instructions, batteries, external measuring head (∅ 10 mm) and ultrasound contact gel

Delivered in a robust carrying case

TECHNICAL DATA
Sound velocity: 1000 m/s – 9999 m/s

Measuring precision: 0,5% of [Max] ± 0,04 mm

Overall dimensions 150×74×32 mm

Battery operation, batteries standard (2×1.5 V AA), AUTO-OFF-function to preserve the battery

Net weight approx. 0,25 kg

MAIN SCOPE OF APPLICATIONS
Metal processing and mechanical engineering

Oil and gas industry

Aerospace engineering

Plastics technology

Shipping industry

PICTOGRAMS
Standard Option
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MODEL OVERVIEW

Model
Measuring range 

pulse-echo 
[Min]

Measuring range 
pulse-echo 

[Max]

Readability 
[d]

Measuring head 
measuring 
frequency

Measuring 
head 

diameter

TN 80-0.01US 0,75 mm 80 mm 0,01 mm 7 MHz 6 mm

TN 80-0.1US 0,75 mm 80 mm 0,1 mm 7 MHz 6 mm

TN 230-0.01US 1,2 mm 230 mm 0,01 mm 5 MHz 10 mm

TN 230-0.1US 1,2 mm 230 mm 0,1 mm 5 MHz 10 mm

TN 300-0.01US 3 mm 300 mm 0,01 mm 2,5 MHz 14 mm

ACCESSORIES

Model Description

ATB-US02 Ultrasonic probe ATB-US02 (5 MHz, ∅ 12 mm)

ATB-US03 Ultrasound contact gel ATB-US03

ATB-US06 Ultrasonic probe ATB-US06 (5 MHz, ∅ 8 mm)

ATU-US01 Ultrasonic probe ATU-US01 (2,5 MHz, ∅ 14 mm)

ATU-US02 Ultrasonic probe ATU-US02 (7 MHz, ∅ 6 mm)

ATU-US09 Ultrasonic probe ATU-US09 (5 MHz, ∅ 10 mm)

ATU-US10 Ultrasonic probe ATU-US10 (5 MHz, ∅ 10 mm)

FL-A01 USB cable FL-A01

SOFTWARE

Model Description

ATU-04 Software ATU-04

SERVICES

Model Description

961-113 Factory calibration certificate 961-113

970-102 Warranty extension (+2 years) 970-102
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KERN Pictogram Overview

Calibration block: standard for adjusting the measuring device

Memory: Device-internal memory capacity, e.g. for article data, measuring data, tare weights, PLU etc.

Data Interface USB: For connection to printers, PCs or other peripheral devices

ZERO: Reset the display to 0

Battery operation: Ready for battery operation

Package shipment by courier service: The duration of internal product provision is one day

PC Software: to transfer the measurements from the device to a PC

Factory calibration (ISO): Factory calibration takes 4 working days
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