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SAUTER TN GOLD 80
Ultrasonic measuring instrument for checking the authenticity of gold bars and coins

09.10.2026

CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com

mailto:info@kern-sohn.com
https://www.kern-sohn.com


KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany |  +49 7433 9933-0 | www.kern-sohn.com

2

EN
GL

IS
H

Product brochure
SAUTER TN GOLD 80

•

•

•

•

•

•

•

•

•

•

•

•

APPLICATION EXAMPLE

FEATURES
You can use the TN GOLD 80 to determine whether gold or silver bars and coins are genuine or whether they contain a core 
of a different material

The instrument measures the thickness of gold bars and gold coins using ultrasound

Process: Ultrasound waves are directed onto the test object using a sensor. The waves penetrate the test object, are then 
reflected from a surface opposite the object and then picked up again by the sensor. The measurement determined by this 
process will be compared with the material thickness as measured by a traditional calliper gauge. On the basis of the 
measurement given, false cores (Figure: grey) for example, those made of tungsten, lead, etc. can be easily identified, as the 
ultrasound reacts differently, compared with pure gold

Selectable measuring units: mm inch

SAUTER SSG software (included) can be used to calculate the sound velocity for various precious metal alloys. This makes it 
possible to determine whether coins or ingots contain false cores or whether they consist of one and the same material. 
Compatible with the following operating systems: Windows® 7/8/10/11

Known additions in tested gold items – e.g. copper or silver – are compensated by the software

In addition, the software determines the value of the gold item

It is a test process which measures right through the whole bar or the whole coin without interference and thereby 
guarantees the highest level of certainty

Internal memory for up to 20 files (with up to 100} values per file)

Base plate for adjustment included

Scope of delivery: Operating instructions, batteries, external measuring head (∅ 6 mm) and ultrasound contact gel

Delivered in a robust carrying case
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TECHNICAL DATA
Sound velocity: 1000 m/s – 9999 m/s

Measuring precision: 0,5% of [Max] ± 0,04 mm

Overall dimensions 150×74×32 mm

Battery operation, batteries standard (2×1.5 V AA), AUTO-OFF-function to preserve the battery

Net weight approx. 0,25 kg

MAIN SCOPE OF APPLICATIONS
Jewellery industry and gold dealers

PICTOGRAMS
Standard Option

MODEL OVERVIEW

Model
Measuring range 

pulse-echo 
[Min]

Measuring range 
pulse-echo 

[Max]

Readability 
[d]

Measuring head 
measuring 
frequency

Measuring 
head 

diameter

TN GOLD 80 0,75 mm 80 mm 0,01 mm 7 MHz 6 mm

ACCESSORIES

Model Description

ATB-US02 Ultrasonic probe ATB-US02 (5 MHz, ∅ 12 mm)

ATB-US03 Ultrasound contact gel ATB-US03

ATB-US06 Ultrasonic probe ATB-US06 (5 MHz, ∅ 8 mm)

ATU-US01 Ultrasonic probe ATU-US01 (2,5 MHz, ∅ 14 mm)

ATU-US02 Ultrasonic probe ATU-US02 (7 MHz, ∅ 6 mm)

ATU-US09 Ultrasonic probe ATU-US09 (5 MHz, ∅ 10 mm)

ATU-US10 Ultrasonic probe ATU-US10 (5 MHz, ∅ 10 mm)

SOFTWARE

Model Description

ATU-04 Software ATU-04
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SERVICES

Model Description

961-113 Factory calibration certificate 961-113

970-103 Warranty extension (+2 years) 970-103
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KERN Pictogram Overview

Calibration block: standard for adjusting the measuring device

Memory: Device-internal memory capacity, e.g. for article data, measuring data, tare weights, PLU etc.

Data Interface USB: For connection to printers, PCs or other peripheral devices

ZERO: Reset the display to 0

Battery operation: Ready for battery operation

Package shipment by courier service: The duration of internal product provision is one day

PC Software: to transfer the measurements from the device to a PC

Factory calibration (ISO): Factory calibration takes 4 working days
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