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Product brochure

SAUTER TVL-XLS
Manual test stand for highly accurate tensile and compressive force measurements, with 
length measurement
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com
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FEATURES
Set consisting of test stand SAUTER TVL and extension kit SAUTER TVL-XL. This extends the working area by 340 mm, so 
that larger test pieces can also be measured. The traverse distance (spindle height from base plate) remains the same

For vertical and horizontal use

Precise measuring results and high level of security at repeated measurements

Large base plate with high versatility of fastening objects

Compatible with all SAUTER force gauges with internal measuring cell up to 1000 N (not included in delivery)

Digital length meter SAUTER LA (without interface) as standard 
- Measuring range: max. 200 mm 
- Readability: 0,01 mm 
- Zero setting possible 
- Pre-length can be set manually

TECHNICAL DATA
Maximum travel distance: 230 mm

Travel distance per knob rotation (stroke per one turn): 3 mm

Base plate with threaded hole M6

Overall dimensions W×D×H 200×300×800 mm

Net weight approx. 12 kg

MAIN SCOPE OF APPLICATIONS
Plastics technology

Automotive industry

Packaging industry

Electronics production

Medical technology

PICTOGRAMS
Standard
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MODEL OVERVIEW

Model Measuring range 
[Max]

Traverse distance 
[Max]

TVL-O 1 kN 230 mm

TVL 1 kN 230 mm

TVL-E 2 kN 290 mm

TVL-XLS 500 N 230 mm

ACCESSORIES

Model Description

FS 2-20 Digital force gauge (internal & external measuring cell) FS 2-20 (Max 20 N | Readout 0,004 N)

FS 2-50 Digital force gauge (internal & external measuring cell) FS 2-50 (Max 50 N | Readout 0,01 N)

FS 2-100 Digital force gauge (internal & external measuring cell) FS 2-100 (Max 100 N | Readout 0,02 N)

FS 2-200 Digital force gauge (internal & external measuring cell) FS 2-200 (Max 200 N | Readout 0,04 N)

FS 2-500 Digital force gauge (internal & external measuring cell) FS 2-500 (Max 500 N | Readout 0,1 N)

FS 4-20 Digital force gauge (internal & external measuring cell) FS 4-20 (Max 20 N | Readout 0,004 N)

FS 4-50 Digital force gauge (internal & external measuring cell) FS 4-50 (Max 50 N | Readout 0,01 N)

FS 4-100 Digital force gauge (internal & external measuring cell) FS 4-100 (Max 100 N | Readout 0,02 N)

FS 4-200 Digital force gauge (internal & external measuring cell) FS 4-200 (Max 200 N | Readout 0,04 N)

FS 4-500 Digital force gauge (internal & external measuring cell) FS 4-500 (Max 500 N | Readout 0,1 N)

SERVICES

Model Description

970-103 Warranty extension (+2 years) 970-103
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KERN Pictogram Overview

Length measurement: captures the geometric dimensions of a test object or the movement during a test process.

Package shipment: The time required for internal shipping preparations is shown in days in the pictogram.
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