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Manual test stand for compressive force measurements with digital length measurement
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FEATURES

Provides quick and consistent testing

High level of security at repeated measurements

Provides maximum versatility and precise measuring results

Slide construction for distance measurement

Large base plate with high versatility of fastening objects

Compatible with all SAUTER force gauges up to 500 N (not included in delivery)

Digital length meter

- Measuring range: 100 mm

- Readability: 0,01 mm

- Zero setting possible

- Pre-length can be set manually
- without interface

TECHNICAL DATA

Maximum work zone: 315 mm

Stroke length: 78 mm

Base plate with threaded hole Mé

Overall dimensions WxDxH 150%233x420 mm
Net weight approx. 11 kg

MAIN SCOPE OF APPLICATIONS

Plastics technology
Automotive industry
Packaging industry
Medical technology

PROFESSIONAL MEASURING
SINCE 1844

ENGLISH

KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany | & +49 7433 9933-0 | www.kern-sohn.com




Product brochure Bttt
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PICTOGRAMS
Standard
MODEL OVERVIEW
Model Measuring range
[Max]

TVP-L 500 N

&

-
ACCESSORIES ‘2"
Model Description “
AC 01 Screw tension clamp with jaws AC 01 (up to 500 N | width 20 mm, | clamping width 20 mm | 2 piece)
AC 01R Screw tension clamp with jaws AC 01R (up to 500 N | width 20 mm, | clamping width 20 mm | 1

piece)

AC 09 Screw tension clamp with jaws AC 09 (up to 500 N | width 6 mm, | clamping width 8 mm | 2 piece)
AC 09R Screw tension clamp with jaws AC 09R (up to 500 N | width 6 mm, | clamping width 8 mm | 1 piece)
AC 11R Roller Tension Clamp AC 11R (up to 5 kN | width 50 mm, | clamping width 4 mm | 1 piece)
AC 12 Screw tension clamp with jaws AC 12 (up to 5 kN | width 25 mm, | clamping width 5 mm | 2 piece)
AC 12R Screw tension clamp with jaws AC 12R (up to 5 kN | width 25 mm, | clamping width 5 mm | 1 piece)
AC 14 Screw tension clamp with jaws AC 14 (up to 500 N | width 16 mm, | clamping width 4 mm | 2 piece)
AC 14R Screw tension clamp with jaws AC 14R (up to 500 N | width 16 mm, | clamping width 4 mm | 1 piece)
AC 16R Screw tension clamp with jaws AC 16R (up to 5 kN | width 20 mm, | clamping width 5 mm | 1 piece)
AC 17 Screw tension clamp with jaws AC 17 (up to 500 N | width 8 mm, | clamping width 2,5 mm | 2 piece)
AC 17R Screw tension clamp with jaws AC 17R (up to 500 N | width 8 mm, | clamping width 2,5 mm | 1 piece)
AC 22 Screw tension clamp with jaws AC 22 (up to 500 N | width 30 mm, | clamping width 3 mm | 2 piece)
AC 22R Screw tension clamp with jaws AC 22R (up to 500 N | width 30 mm, | clamping width 3 mm | 1 piece)
AC 41 Roller Tension Clamp AC 41 (up to 5 kN | width, | clamping width 9 mm | 1 piece)
AC 42 Cable pull-off clamp AC 42
AC 45 Concave force sensor AC 45 (to 1 kN | Threaded hole M6)
AC 46 Flat square-shaped sensor AC 46 (to 1 kN | Threaded hole Mé6)
AC 47 Round sensor AC 47 (to 1 kN | Threaded hole M6)
AE 01 Standard Clamp AE 01
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Model Description

AE 02 Standard Clamp AE 02

AE 03 Strip tension clamp AE 03 (up to 500 N | width 40 mm, | clamping width 2,5 mm | 1)

AE 04 Strip tension clamp AE 04 (up to 500 N | width 15 mm, | clamping width 6 mm | 1)

AE 05 Rope and thread tension clamp AE 05 (up to 500 N | width, | clamping width 2,5 mm | 1)

AE 06 Cable pull-off clamp AE 06

AE 07 Wedge Clamp with jaws AE 07 (up to 500 N | width 14 mm, | clamping width 6 mm | 1)

AE 08 Pressure plate AE 08 (J 47 mm | to 5 kN)

AE O8R Accessory force measurement AE 08R 3:,

AFM 03 Adapter AFM 03 (Threaded hole M10 | External thread Mé6) (_2';

AFM 08 Adapter AFM 08 (External thread M10 | External thread Mé) -

AFM 13 Adapter AFM 13 (Threaded hole M12 | External thread Mé6)

AFM 14 Adapter AFM 14 (External thread M12 | External thread Mé)

AFM 20 Threaded pin AFM 20

FA 10 Mechanical force gauge FA 10-2025a (Max 10 N | Readout 0,05 N)

FA 10 Mechanical force gauge FA 10 (Max 10 N | Readout 0,05 N)

FA 20 Mechanical force gauge FA 20-2025a (Max 20 N | Readout 0,1 N)

FA 20 Mechanical force gauge FA 20 (Max 20 N | Readout 0,1 N)

FA 50 Mechanical force gauge FA 50-2025a (Max 50 N | Readout 0,25 N)

FA 50 Mechanical force gauge FA 50 (Max 50 N | Readout 0,25 N)

FA 100 Mechanical force gauge FA 100-2025a (Max 100 N | Readout 0,5 N)

FA 100 Mechanical force gauge FA 100 (Max 100 N | Readout 0,5 N)

FA 200 Mechanical force gauge FA 200 (Max 200 N | Readout 1 N)

FA 500 Mechanical force gauge FA 500 (Max 500 N | Readout 2,5 N)

FC 1K Digital force gauge (internal measuring cell) FC 1K (Max 1 kN | Readout 1 N)

FC 10 Digital force gauge (internal measuring cell) FC 10 (Max 10 N | Readout 0,01 N)

FC 50 Digital force gauge (internal measuring cell) FC 50 (Max 50 N | Readout 0,01 N)

FC 100 Digital force gauge (internal measuring cell) FC 100 (Max 100 N | Readout 0,1 N)

FC 500 Digital force gauge (internal measuring cell) FC 500 (Max 500 N | Readout 0,1 N)

FE 1K Digital force gauge (internal measuring cell) FE 1K (Max 1 kN | Readout 0,5 N)

FE 5 Digital force gauge (internal measuring cell) FE 5 (Max 5 N | Readout 0,002 N)

FE 10 Digital force gauge (internal measuring cell) FE 10 (Max 10 N | Readout 0,005 N)
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Model Description

FE 20 Digital force gauge (internal measuring cell) FE 20 (Max 20 N | Readout 0,01 N)

FE 50 Digital force gauge (internal measuring cell) FE 50 (Max 50 N | Readout 0,02 N)

FE 100 Digital force gauge (internal measuring cell) FE 100 (Max 100 N | Readout 0,05 N)
FE 200 Digital force gauge (internal measuring cell) FE 200 (Max 200 N | Readout 0,1 N)

FE 500 Digital force gauge (internal measuring cell) FE 500 (Max 500 N | Readout 0,2 N)

FH 2 Digital force gauge (internal measuring cell) FH 2 (Max 2 N | Readout 0,001 N)

FH 5 Digital force gauge (internal measuring cell) FH 5 (Max 5 N | Readout 0,001 N)

FH 10 Digital force gauge (internal measuring cell) FH 10 (Max 10 N | Readout 0,005 N)

FH 20 Digital force gauge (internal measuring cell) FH 20 (Max 20 N | Readout 0,01 N)

FH 50 Digital force gauge (internal measuring cell) FH 50 (Max 50 N | Readout 0,01 N)

FH 50 EXT Digital force gauge (external measuring cell) FH 50 EXT (Max 50 N | Readout 0,01 N)
FH 100 Digital force gauge (internal measuring cell) FH 100 (Max 100 N | Readout 0,05 N)
FH 100 EXT Digital force gauge (external measuring cell) FH 100 EXT (Max 100 N | Readout 0,05 N)
FH 200 Digital force gauge (internal measuring cell) FH 200 (Max 200 N | Readout 0,1 N)

FH 200 EXT Digital force gauge (external measuring cell) FH 200 EXT (Max 200 N | Readout 0,1 N)
FH 500 Digital force gauge (internal measuring cell) FH 500 (Max 500 N | Readout 0,1 N)

FH 500 EXT Digital force gauge (external measuring cell) FH 500 EXT (Max 500 N | Readout 0,1 N)
FK 10 Digital force gauge (internal measuring cell) FK 10 (Max 10 N | Readout 0,005 N)

FK 25 Digital force gauge (internal measuring cell) FK 25 (Max 25 N | Readout 0,01 N)

FK 50 Digital force gauge (internal measuring cell) FK 50 (Max 50 N | Readout 0,02 N)

FK 100 Digital force gauge (internal measuring cell) FK 100 (Max 100 N | Readout 0,05 N)
FK 250 Digital force gauge (internal measuring cell) FK 250 (Max 250 N | Readout 0,1 N)

FK 500 Digital force gauge (internal measuring cell) FK 500 (Max 500 N | Readout 0,2 N)

FL 5 Digital force gauge (internal measuring cell) FL 5 (Max 5 N | Readout 0,002 N)

FL 200 Digital force gauge (internal measuring cell) FL 200 (Max 200 N | Readout 0,1 N)

FM 1K Digital force gauge (internal measuring cell) FM 1K (Max 1 kN | Readout 0,5 N)

FM 5 Digital force gauge (internal measuring cell) FM 5 (Max 5 N | Readout 0,002 N)

FM 10 Digital force gauge (internal measuring cell) FM 10 (Max 10 N | Readout 0,005 N)
FM 20 Digital force gauge (internal measuring cell) FM 20 (Max 20 N | Readout 0,01 N)

FM 50 Digital force gauge (internal measuring cell) FM 50 (Max 50 N | Readout 0,02 N)

FM 100 Digital force gauge (internal measuring cell) FM 100 (Max 100 N | Readout 0,05 N)
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Model Description

FM 200 Digital force gauge (internal measuring cell) FM 200 (Max 200 N | Readout 0,1 N)

FM 500 Digital force gauge (internal measuring cell) FM 500 (Max 500 N | Readout 0,2 N)

FM 500G Digital force gauge (internal measuring cell) FM 500G (Max 500 N | Readout 0,2 N)

FS 2-20 Digital force gauge (internal & external measuring cell) FS 2-20 (Max 20 N | Readout 0,004 N)

FS 2-50 Digital force gauge (internal & external measuring cell) FS 2-50 (Max 50 N | Readout 0,01 N)

FS 2-100 Digital force gauge (internal & external measuring cell) FS 2-100 (Max 100 N | Readout 0,02 N)

FS 2-200 Digital force gauge (internal & external measuring cell) FS 2-200 (Max 200 N | Readout 0,04 N)

FS 2-500 Digital force gauge (internal & external measuring cell) FS 2-500 (Max 500 N | Readout 0,1 N) 3:,

FS 4-20 Digital force gauge (internal & external measuring cell) FS 4-20 (Max 20 N | Readout 0,004 N) (;DI

FS 4-50 Digital force gauge (internal & external measuring cell) FS 4-50 (Max 50 N | Readout 0,01 N) -

FS 4-100 Digital force gauge (internal & external measuring cell) FS 4-100 (Max 100 N | Readout 0,02 N)

FS 4-200 Digital force gauge (internal & external measuring cell) FS 4-200 (Max 200 N | Readout 0,04 N)

FS 4-500 Digital force gauge (internal & external measuring cell) FS 4-500 (Max 500 N | Readout 0,1 N)

SERVICES

Model Description

961-150 Factory calibration certificate 961-150

970-017 Warranty extension (+3 years) 970-017
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KERN Pictogram Overview

Length measurement: captures the geometric dimensions of a test object or the movement during a test process

Package shipment by courier service: The duration of internal product provision is one day
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