Surface-mounted luminaire MACH LED
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LIGHT FOR BETTER RESULTS
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Colour temperatur
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Light distribution
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Glare control
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Ambient temperature min./max
0.50m 5090 Ix 83m|[1.13m Weight without/incl. packaging

/ \ Dimensions (dimensional drawing)
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Special features

1.50m 566 Ix 249m|3.38m

2.00 m 318 Ix 332m|451m

100V; 120V; 220 - 240 V; AC; 50 Hz; 60 Hz
Electronic ballast

approx. 29 W

approx. 2.500 Im

approx. 86 Im/W

Cold white

approx. 5.000 K

CRI =80

Direct, Symmetric; approx. 100 %
80°

optical film

LED

<4 SDCM

RGO/1

< 13.000 cd/m?

<22

IP67;I

Switchable

External

Aluminium; Anodised; Aluminium coloured

anodised
Borosilicate; Clear

Built-in plug; Serie 814

mounted version

L-angle; Clamp

-10°C;55°C

5,13; approx. 5,5 kg

A=1490mm

1.725 mm; approx. 90 mm; 87 mm
4013330125059

Eco equipment

by For luminaires with separate control gear, the luminous efficacy refers to the luminaire head without control g

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.
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