Surface-mounted luminaire LINURA.edge
LEA 200/RGB/S

114053000-00802117

Waldmann m

LIGHT FOR BETTER RESULTS
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Connected load
Work equipment
Power consumption
Luminous flux
Luminous efficiency *
Light type/-color

Light distribution

Beam angle

Glare control

Light source

At-risk group

System of protection/Class
Technology

Operation

Housing

Light source cover

22-26V;DC
Without

approx. 6 W
approx. 130 Im
approx. 21 Im/W

adjustable light colors; Red; Green; Blue; Yellow;
Magenta; Cyan; White
Direct

112°

Optics

LED

RGO/1

IP 54; 1l

Multi-stage switchable
External

Aluminium/plastic; Anodised, painted; Aluminium

coloured anodised
Acrylic (PMMA); Satine

Mains lead Built-in plug; M12-A-5
" ‘ Design mounted version
o j j u k Fastening Bracket
00 ‘ Ambient temperature min./max 5°C;40°C

347 397 447 497 547 597 647 697 747 797 847
Afnm] Decorative contrast side parts

OR OG OB Ow

Natural silver anodised
Weight without/incl. packaging 0,15; approx. 0,4 kg

A=335mm, C=305+/-15mm
Packaging dimensions 425 mm; approx. 82 mm; 86 mm
EAN 4013330046347

Special features

Dimensions (dimensional drawing)

7 colours controllable

n For luminaires with separate control gear, the luminous efficacy refers to the luminaire head without control g

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.
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