Arm-mounted luminaire ROCIA.focus
RFD 600/850/D

114568000-00816830

Waldmann m

LIGHT FOR BETTER RESULTS

101, 384
8 |& &
oo ~
a79
& % §
045 / @6
060 |
>
360°
ce Connected load 100 - 240 V; AC; 50 Hz; 60 Hz
@Jﬂ CEE 7MVII Work equipment Electronic transformer
Secondary tension 24V
A0 vionoe eoom Power consumption approx. 9 W
120°150°180° 150°120° .
Sec. power consumption approx. 7 W

Luminous flux approx. 600 Im

Luminous efficiency ¥ approx. 75 Im/W

Light type/-color Cold white
Colour temperatur approx. 5.000 K
Color rendering index CRI >80
Light distribution Narrow-beam; Direct; approx. 100 %
sk Beam angle 10°
o Glare control Optics
30x30cm ®: 600 Im .
e oo :XE e Light source LED
Emin 830k Chromaticity tolerance LED <4SDCM
30
/\ At-risk group RGO/1
N
& Luminance (L65) < 4.000 cd/m?2
<16

20 J UGR class (4H 8H; EN 12464-1)
g @ System of protection/Class IP 20 [IP67]; I with plug-in power supply; Il without
N7 plug-in power supply

10 "o0g; Technology Switchable; Continuously dimmable
\/@Q Operation Push button
o Housing Aluminium; Anodised:; Black
0 © 600 |m1° % 3—0T Light source cover Borosilicate
:i E FLRY Arm Tubular aluminium section; Anodized; Black
E‘A Balance of articulation joints Spring
0.25m 126526 Ix 0.039m Mains lead approx. 5 m; Mains plug; CEE 7/VI|
j S Fastening Table clamp (accessory); Wall bracket (accessory);
Screw-down flange
050m 317oqu 0078 m Maximum ambient temperature 40°C
l \’ Weight without/incl. packaging 1,971; approx. 2,5 kg
0.75m 092 012m Packaging dimensions 710 mm; approx. 300 mm; 105 mm
/ \ EAN 4013330193164
100m 7927 I 0.46m Special features Fully spring-relieved arm

I For luminaires with separate control gear, the luminous efficacy refers to the luminaire head without control g

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.
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