
operating part   
BTE DALI/MCU TW/G2
330686020-00812002

www.waldmann.com 
© 19/10/2026 H.Waldmann GmbH & Co. KG

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.

Connected load 230 V; AC; 50 Hz; 60 Hz

Power consumption approx. 2 W

System of protection/Class IP 20; II

Housing White

Mains lead Direct power supply

Ambient temperature min./max -20 °C; 50 °C

Weight without/incl. packaging approx. 88

Packaging dimensions 0 mm; approx. 0 mm; 0 mm

Product compatible with DOTOOFIT; DOTOOLINE; DOTOOSPOT; IDOOFIT; 
IDOOLINE; IDOOPENDAN; LAVIGO; LavigoPendant; 
OBLO; TEVISIO; VIVAA.fit; VIVAA.pendant

EAN 4013330184650

Special features DALI MCU TW digital rotary dimmer for manually 
adjusting the brightness of Luminaire with 
standard DALI driver, as well as adjusting the 
colour temperature of Luminaire with DALI Device 
Type 8 (IEC 62386-209) compatible driver for 
Tunable White. Integrated bus voltage supply for 
max. 25 DALI electronic ballasts. Up to 4 DALI MCU 
TW switchable in parallel for setting up several 
control points.




