Recessed luminaire DOTOO.line
CVG 3500/840/D/WS/MD/35°

338328010-00809237
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LIGHT FOR BETTER RESULTS
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Connected load

Work equipment

Power consumption
Luminous flux

Luminous efficiency *

Light type/-color

Colour temperatur

Color rendering index
Light distribution

Beam angle

Light source

Chromaticity tolerance LED
At-risk group

Luminance (L65)

UGR class (4H 8H; EN 12464-1)
System of protection/Class
Technology

Housing

Weight without/incl. packaging
Packaging dimensions

EAN

Special features

220 - 240 V; 50 Hz; 60 Hz

Adjustable electronic ballast, digital DALI
approx. 31 W

approx. 3.250 Im

approx. 104 Im/W

Cold white

approx. 4.000 K

CRI =80

Direct; approx. 100 %

38°

LED

<3SDCM

RGO/1

< 1.500 cd/m?

<16

IP 20; |

Continuously dimmable

Sectional aluminium; Painted; White
2; approx. 3,2kg

1.580 mm; approx. 200 mm; 110 mm
4013330112516

Flicker-free; DALI Load 1x; Suitable as emergency
lighting; Maintenance-friendly due to easily
accessible ballasts; Integrated version; TouchDIM -
dimming via standard switch

I For luminaires with separate control gear, the luminous efficacy refers to the luminaire head without control g

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.
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