Suspended luminaire IDOO.line
ILP 840/D/SR/MITTEL/1402MM

338337070-00809360
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LIGHT FOR BETTER RESULTS

CE o

E03 10.0% 1 100.0%

180°

@: 2400 Im

D

300 ..

e — .1
700

Connected load

Work equipment

Power consumption
Luminous flux

Luminous efficiency *

Light type/-color

Colour temperatur

Color rendering index
Light distribution
Chromaticity tolerance LED
System of protection/Class
Housing

Fastening

Weight without/incl. packaging
Packaging dimensions

EAN

Special features

220 - 240 V; 50 Hz; 60 Hz

Adjustable electronic ballast, digital DALI
approx. 16 W

approx. 2.400 Im

approx. 150 Im/W

Cold white

approx. 4.000 K

CRI =80

Indirect

<3SDCM

IP 40; |

Sectional aluminium; Painted; Silver
Steel cable 0.3-0.7m

3,8; approx. 5,3 kg

1.600 mm; approx. 190 mm; 120 mm
4013330106553

Separated, direct and indirect light individually
adjustable; Flicker-free; DALI Load 1x; Suitable as
emergency lighting; Through-wired, up to 18 m on
one mains connection; Mechanical and electrical
connection of the individual modules without
tools; TouchDIM - dimming via standard switch

by For luminaires with separate control gear, the luminous efficacy refers to the luminaire head without control g

Errors and technical changes excepted. Images can vary from original.
Photometric and electrical data may vary due to component tolerances.
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