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D A T A S H E E T

Extraction nozzle round 60 mm
plastic antistatic for EA1 and EA2
- Ersa 0CA10-5005

Item no. ER-0CA10-5005 Manufacturer Ersa EAN 4003008096774

 
For pinpoint capture at a hand soldering bench a small nozzle diameter
matters more than a high airflow. This round plastic nozzle of 60 mm
diameter draws solder fume away right above the tip and stays light enough
for the arm to sit still. The antistatic version is intended for EPA workplaces.

TECHNICAL DATA

Ausführungsklasse TEC

Country of Manufacture Germany

ESD equipment ESD Lötstationen

Weight 0.1 kg

STANDARDS & COMPLIANCE

ESD safe IEC 61340-5-1

DESCRIPTION

At a hand soldering bench the fume is produced within a few square centimetres. The Ersa extraction
nozzle 0CA10-5005 is a round plastic hood of 60 mm diameter for the EASY ARM 1 and EASY ARM 2
filter units that covers exactly this point instead of spreading the airflow over unnecessary area.

BENEFITS

Compact capture diameter of 60 mm for pinpoint extraction
Plastic version at only 0.1 kg own weight, the extraction arm stays stable in position
Antistatic version for use in EPA areas
Suits both filter unit sizes EA1 and EA2
Usable on the Omniflex extraction arm via nozzle coupling 0CA10-9006

TECHNICAL DATA

Article no. ER-0CA10-5005

Manufacturer Ersa

Manufacturer article no. 0CA10-5005

Product type Extraction nozzle
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Version plastic, round

Diameter 60.00 mm

Antistatic version Yes

Weight 0.1 kg

APPLICATIONS

Single workstations for hand soldering, rework and assembly repair where solder fume and flux
vapours are captured directly at the source. Also suitable for small format dispensing and bonding
tasks.

COMPATIBILITY AND SCOPE OF DELIVERY

For the Ersa filter units EASY ARM 1 (EA1) and EASY ARM 2 (EA2). When used with the Omniflex
extraction arm the Omniflex nozzle coupling 0CA10-9006 is additionally required. The extraction
nozzle is supplied on its own.

The antistatic version supports operation at ESD workstations according to IEC 61340-5-1.


