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D A T A S H E E T

HEPA and activated carbon
combination filter for EA 55 i
filter unit - Ersa 3CA09-1001

Item no. ER-3CA09-1001 Manufacturer Ersa EAN 4003008088489

 
This combination filter brings a HEPA particle stage and an activated carbon
stage together in one cartridge for the Ersa EA 55 i solder fume unit. The
particle stage retains flux aerosols and fine dust while the carbon stage
binds the odorous gaseous fraction. Replacing it in good time keeps the
airflow at the capture nozzle and protects the soldering bench.

TECHNICAL DATA

Ausführungsklasse TEC

Country of Manufacture Germany

ESD equipment ESD Lötstationen

Weight 0.1 kg

DESCRIPTION

A loaded filter cuts extraction airflow long before anyone notices at the bench, and solder fume finds
its way back into the breathing zone. The Ersa combination filter 3CA09-1001 is the genuine
replacement element for the EA 55 i filter unit and combines a HEPA particle stage with an activated
carbon stage for gases and odours.

BENEFITS

Two filter stages in a single cartridge, particles and gases renewed in one change
HEPA stage for flux aerosols and fine dust from the soldering process
Activated carbon stage binds the odorous gaseous components of solder fume
Genuine Ersa part, an exact fit in the EA 55 i filter chamber
Tool-free replacement without opening up the unit electronics

TECHNICAL DATA

Item no. ER-3CA09-1001

Manufacturer Ersa

Manufacturer part no. 3CA09-1001

Product type Combination filter HEPA and activated carbon

Used with EA 55 i filter unit

Filter stages HEPA particle filter and activated carbon
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Weight 0.1 kg

APPLICATIONS

Maintenance part for solder fume extraction at hand soldering and rework benches, in repair shops,
laboratories and small series production. Change the filter as soon as extraction performance drops
noticeably or odour appears at the workplace, and more frequently under continuous operation.

COMPATIBILITY AND SCOPE OF DELIVERY

Intended solely for the Ersa EA 55 i filter unit. Supplied as one combination filter, the filter unit itself
is not included.


