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D A T A S H E E T

ESD-Hochflexarm 100 cm, Ø 50 mm,
mit 125-mm-Düse für Tischmontage
- Quick KAV50-100D

Item no. QCK-QUKAV50-100D Manufacturer Quick EAN 4250078324201

 
ESD high-flex arm, Ø 50 mm and 100 cm long, for bench mounting on a Quick
6102A2 filter station. The bendable wire mesh lets you change the stiffness and
set it individually to the working position. The 125 mm ESD extraction nozzle
QUKHRR125-75 is included.

TECHNICAL DATA

Ausführungsklasse ESD (antistatic)

Country of Manufacture China

HS-Code 84219990990

Weight 0.1 kg

STANDARDS & COMPLIANCE

ESD safe

DESCRIPTION

The Quick KAV50-100D brings the extraction nozzle flexibly into the required position over the solder
joint. The ESD high-flex arm, Ø 50 mm and 100 cm long, is made of a bendable wire mesh whose
stiffness can be changed by turning it open or closed, and mounts on a Quick 6102A2 filter station
via a table adapter or table feed-through.

FEATURES

Bendable wire mesh with adjustable stiffness
Set individually to the working position
ESD version for electrostatically sensitive workplaces
Includes 125 mm ESD extraction nozzle QUKHRR125-75

TECHNICAL DATA

Manufacturer part no. KAV50-100D

Diameter 50 mm

Length 100 cm

Nozzle QUKHRR125-75, Ø 125 mm
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Version ESD

COMPATIBILITY AND SCOPE OF DELIVERY

For the Quick 6102A2 filter station. Fastening is via a QUKCC50-75 table mount (75 mm hose
connection) or a QUKCD50-50 table feed-through (50 mm hose connection). The 125 mm ESD
extraction nozzle QUKHRR125-75 is included.

ESD-safe. Origin: China.


