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D A T A S H E E T

Rollboy Double 340/62 ESD
mobile cabinet, 16 drawers,
with work mat, black - Licefa
WL85949

Item no. WL85949 Manufacturer Licefa

 
Double ESD mobile cabinet Rollboy with 16 dissipative drawers
(inner 340 x 250 x 62 mm) and a fitted work mat. Fully assembled
with spiral cable and wrist strap for safe work on sensitive
electronics.

TECHNICAL DATA

Ausführungsklasse ESD (antistatic)

Colour Black

Depth 365

Height 806

Norm IEC 61340-5-1

Sales unit 1 Stück

Weight 0.1 kg

Width 585

STANDARDS & COMPLIANCE

ESD safe IEC 61340-5-1

DESCRIPTION

The Licefa Rollboy Double 340/62 ESD offers twice the mobile, dissipative storage at the EPA
workstation. The body of aluminium profiles and white coated chipboard holds 16 deep drawers of
dissipative polystyrene and ships fully assembled, including spiral cable, wrist strap and a fitted work
mat (585 x 365 mm) for personnel grounding.

BENEFITS

16 dissipative drawers at 62 mm height for bulky components.
ESD version with spiral cable, wrist strap and work mat ready to use.
Four 42 mm twin castors for easy moving around the workshop.
Two fully assembled top cabinets for extra storage.
16 label holders (70 x 25 mm) included for clear marking.

TECHNICAL DATA

Cabinet outer size (L x W x H): 365 x 585 x 806 mm
Drawer inner size (L x W x H): 340 x 250 x 62 mm
Top cabinet outer (L x W x H): 352 x 265 x 602 mm



esd.equipment
Keldersstr. 15
42697 Solingen, Deutschland
VAT ID: DE269659389

Phone: +49 212 38340680
shop@esd-equipment.com

esd.equipment
Page 2/2

Number of drawers: 16
Work mat: 585 x 365 mm
Drawer material: dissipative PS (polystyrene)
Body: aluminium profiles, white coated chipboard
Resistance: dissipative, greater than 1 x 10⁴ to less than 1 x 10¹¹ Ω
Colour: black

APPLICATIONS

For storage, supply and transport of ESD sensitive components in electronics manufacturing,
laboratory and repair. Drawer inserts to be ordered separately.

STANDARDS AND COMPLIANCE

Suitable for use in an EPA to IEC 61340-5-1.


