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D A T A S H E E T

Desoldering cartridge STDC
series long 1.2/1.79 mm 485
°C - Metcal STDC-804L

Item no. WL13853 Manufacturer Metcal

 
Through-hole parts on ceramic substrates or on heavy ground
planes are hard to clear with a standard cartridge because the
heat drains away immediately. The STDC-804L desoldering
cartridge of the STDC series works with a 1.2 mm inside diameter
and a 1.79 mm outside diameter at a controlled tip temperature
of 485 °C. It fits the MX-DS1 hand piece and suits ceramic
substrates and joints with high thermal mass that need a higher
tip temperature.

TECHNICAL DATA

Weight 0.1 kg

Kein Produktbild

DESCRIPTION

Through-hole parts on ceramic substrates or on heavy ground planes are hard to clear with a
standard cartridge because the heat drains away immediately. The STDC-804L desoldering cartridge
combines heater, sensor and suction channel in one part and delivers a repeatable 485 °C at the tip
through SmartHeat control.

BENEFITS

Inside diameter 1.2 mm for a close fit around the component lead
Outside diameter 1.79 mm keeps the heat input to the pad contained
Tip length 21.08 mm for extended reach
SmartHeat control at 485 °C without calibration and without a temperature setting
For the MX-500, MX-5000 and MX-5200 systems with the MX-DS1 hand piece

TECHNICAL DATA

Item number WL13853

Model STDC-804L

Manufacturer Metcal

Manufacturer item number STDC-804L

Sales unit piece
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Product series STDC series

Inside diameter 1.2 mm

Outside diameter 1.79 mm

Tip length 21.08 mm

Tip temperature 485 °C

Compatible hand piece MX-DS1

Compatible systems MX-500, MX-5000, MX-5200

Weight 0.1 kg

APPLICATIONS

The cartridge is used for ceramic substrates and joints with high thermal mass that need a higher tip
temperature in repair, rework and small batch production, for example when removing connectors,
electrolytic capacitors, resistor networks and leaded semiconductors.

COMPATIBILITY AND SCOPE OF DELIVERY

The cartridge plugs into the MX-DS1 desoldering hand piece and runs on the MX-500, MX-5000 and
MX-5200 power units. One STDC-804L desoldering cartridge is supplied per sales unit.


