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D A T A S H E E T

Desoldering cartridge 2.41
mm inside diameter 485
degrees STDC series - Metcal
STDC-807

Item no. WL25549 Manufacturer Metcal

 
Ceramic substrates and joints with large thermal mass drain more
heat than a standard cartridge can supply. The STDC-807
therefore runs at 485 °C tip temperature with a wide suction
channel of 2.41 mm inside and 3.18 mm outside. It fits the MX-
DS1 desoldering hand piece on MX-500, MX-5000 and MX-5200.

TECHNICAL DATA

Weight 0.1 kg

Kein Produktbild

DESCRIPTION

Large lands and ceramic substrates conduct heat away so quickly that an ordinary desoldering
cartridge never fully melts the joint. The Metcal STDC-807 is rated at 485 °C for that case and carries
a 2.41 mm inside diameter suction channel.

BENEFITS

Raised tip temperature of 485 °C for thermally demanding joints
2.41 mm inside diameter for heavy pins and generous residual solder
3.18 mm outside diameter and 9.14 mm tip length
Self regulating SmartHeat technology with no calibration
Tool free cartridge change on the MX-DS1 hand piece

TECHNICAL DATA

Item number WL25549

Model STDC-807

Manufacturer Metcal

Manufacturer item number STDC-807

Order unit piece

Product series STDC series

Inside diameter 2.41 mm
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Outside diameter 3.18 mm

Tip length 9.14 mm

Tip temperature 485 °C

Matching hand piece MX-DS1

Weight 0.1 kg

APPLICATIONS

Desoldering components on ceramic substrates, on large ground planes and multilayer boards,
removing heavy connector pins and power devices.

COMPATIBILITY AND SCOPE OF DELIVERY

Fits the MX-DS1 desoldering hand piece and therefore the MX-500, MX-5000 and MX-5200 soldering
systems. Supplied as a single desoldering cartridge.


