
esd.equipment
Keldersstr. 15
42697 Solingen, Deutschland
VAT ID: DE269659389

Phone: +49 212 38340680
shop@esd-equipment.com

esd.equipment
Page 1/2

D A T A S H E E T

Soldering tip chisel 1.78 x
9.9 mm SSC 700 series -
Metcal SSC-772A

Item no. WL25747 Manufacturer Metcal

 
Chisel soldering cartridge from the SSC 700 series with a 1.78
mm tip width and 412 °C working temperature. The 700
temperature class covers most standard joints with lead-free
solder. Fits the MFR-H6-SSC handpiece and the SP200 soldering
system.

TECHNICAL DATA

Weight 0.1 kg

Kein Produktbild

DESCRIPTION

In running production and rework what counts is a tip that handles the standard case reliably. The
Metcal SSC-772A is a chisel soldering cartridge from the SSC 700 series with a 1.78 mm tip width,
9.9 mm tip length and 412 °C tip temperature.

BENEFITS

Self-regulating SmartHeat technology holds 412 °C without calibration
700 temperature class for most standard applications with lead-free solder
1.78 mm chisel face for good heat transfer into pads and leads
Compatible with MFR-1160, MFR-1161 and the SP200 soldering system
Tool-free cartridge change on the MFR-H6-SSC handpiece

TECHNICAL DATA

Item no. WL25747

Manufacturer Metcal

Manufacturer part no. SSC-772A

Sales unit Piece

Product series SSC 700 Series

Tip length 9.9 mm

Tip width 1.78 mm

Tip shape Chisel
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Tip temperature 412 °C

Compatible handpiece MFR-H6-SSC

Weight 0.1 kg

APPLICATIONS

Standard soldering in electronics manufacturing, repair of through-hole and surface-mounted
components and rework on boards with lead-free solder.

COMPATIBILITY AND SCOPE OF DELIVERY

Fits the MFR-H6-SSC handpiece of the MFR-1160 and MFR-1161 soldering systems and the SP200
soldering system. Supplied as a single piece without handpiece and without power unit.


