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Mains soldering iron 25 W
230 V with R-10D tip - JBC

3302040

Item no. WL35529 Manufacturer JBC

Direct mains soldering iron for use without a station. With 25 W
nominal power the 30ST model reaches working temperature in
about 135 seconds and comes fitted with the pencil point R-10D

tip. For simple soldering work and mobile use.

| TECHNICAL DATA

Power 30w
Weight 0.1 kg

| DESCRIPTION

DATASHEET

The 30ST is a soldering iron powered directly from the 230 V mains for soldering without a separate
station. With 25 W nominal power it reaches 300 °C in about 135 seconds and is supplied with the

pencil point R-10D tip.

| BENEFITS

¢ Direct mains operation at 230 V, no station required

e Warm-up to 300 °C in about 135 seconds

¢ Pencil point R-10D tip with 1.5 mm for fine joints

e 25 W nominal power for simple soldering and repair work

I TECHNICAL DATA

Item no.
Manufacturer item no.
Manufacturer

Model

Handle type

Nominal power

Voltage

WL35529

3302040

JBC

30ST

mains soldering iron
25W

230V
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Warm-up period 135s
Temperature range (to) 380 °C

Dimensions with packaging (LxWxH) 300 mm x 60 mm x 49 mm

Soldering tip shape pencil point

Soldering tip diameter 1.5 mm

With soldering tip yes

Scope of supply Soldering iron and soldering tip R-10D (0300905)
Order unit piece

| APPLICATIONS
Simple soldering and repair work, training and mobile use where no station operation is needed.
I COMPATIBILITY AND SCOPE OF DELIVERY

Fitted with the R-10D soldering tip (0300905). Supplied with soldering iron and mounted tip.

Made in Spain.
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