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ESD soldering handpiece P
series tips with RMP-1 for
TMT-2000S - Thermaltronics
SHP-P

Item no. WL37513 Manufacturer Thermaltronics

Handpiece for operations that have settled on P series tip
cartridges and need a replacement or a second tool. It runs on
the TMT-2000PS as well as the PS800 and PS900 power units. ESD
safe and RoHS compliant, with the RMP-1 pad for tip removal
supplied.

| TECHNICAL DATA

Ausflhrungsklasse ESD (antistatic)
Temperature (max.) bis 500 °C
Temperature range 325-475 °C
Weight 0.1 kg

I STANDARDS & COMPLIANCE

| DESCRIPTION

DATASHEET

Keeping one tip series across the shop saves both search time and shelf space. The SHP-P takes P

series soldering cartridges only, which suits benches standardised on that range.

| BENEFITS

e Holds P series soldering cartridges, so existing tip sets remain usable

ESD safe and RoHS compliant construction

I TECHNICAL DATA

Item number
Model
Manufacturer

Manufacturer item number

Operates on the TMT-2000PS and on the PS800 and PS900 power units

RMP-1 pad supplied, the hot cartridge is pulled without any additional tool
Handpiece weight of 0.1 kg, built for long sessions without hand fatigue

WL37513
SHP-P
Thermaltronics
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Handpiece type Soldering iron

Suitable tips P tip series
Suitable control unit TMT-2000PS, PS800, PS900
Dimensions with packaging (LxWxH) 200 mm x 100 mm x 20 mm

Dimensions with packaging in inches (LxWxH) 7.9inx3.9in x 0.8 in

Weight 0.1 kg

Scope of supply ESD soldering handpiece with RMP-1 pad for tip
removal

Order unit Piece

ESD safe Yes

RoHS compliant Yes

| APPLICATIONS

Hand soldering in assembly production, touch up of through hole and SMD joints and service work
away from the line. As a second handpiece it prevents downtime when a cable breaks or a heater
fails.

I COMPATIBILITY AND SCOPE OF DELIVERY

Matches the TMT-2000PS, PS800 and PS900 power units. The box contains the ESD soldering
handpiece and the RMP-1 pad for tip removal, sold by the piece. P series cartridges are ordered
separately by shape, width and temperature class.

The ESD safe version is intended for workstations inside an EPA to IEC 61340-5-1.
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