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D A T A S H E E T

Soldering tip bevelled 45°
3.00 mm T series for SHP-T -
Thermaltronics T80BV030

Item no. WL38369 Manufacturer Thermaltronics

 
Large ground pads and shielding plates pull heat away faster than
a fine tip can supply it. The T80BV030 provides a 3.00 mm tip
width with a 45° bevel and a 13 mm tip length in the 420-475 °C
range. It is part of the T soldering tip series for the SHP-T hand
piece.

TECHNICAL DATA

Weight 0.1 kg

DESCRIPTION

Where a lot of copper sits under the pad, the contact area of the tip decides the cycle time. The
Thermaltronics T80BV030 is a 45° bevelled T series soldering tip cartridge, 3.00 mm wide, delivering
enough heat into both plain and ground connected joints.

BENEFITS

3.00 mm wide 45° bevelled face for high heat input
Temperature range of 420-475 °C for lead-free solder on thermally heavy pads
13 mm tip length for confident guidance along contact rows
The large bevel holds enough solder for drag soldering and cable work
RoHS compliant and suitable for lead-free processes

TECHNICAL DATA

Item number WL38369

Model T80BV030

Manufacturer Thermaltronics

Manufacturer item number T80BV030

Product series T soldering tip series, 420-475 °C

Temperature range 420-475 °C
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Soldering or desoldering tip Soldering tip

Tip alignment Bevelled 45°

Tip width 3 mm

Tip width in inches 0.12 in

Tip length 13 mm

Tip length in inches 0.51 in

Suitable hand piece SHP-T

Suitable stations TMT-5000S-1, TMT-5000S-2

Dimensions with packaging (LxWxH) 117 mm x 33 mm x 13 mm

Dimensions with packaging in inches 4.6 in x 1.3 in x 0.5 in

Order unit Piece

Weight 0.1 kg

Design RoHS compliant, lead-free

APPLICATIONS

Soldering stranded wires and cable lugs, work on ground planes, shielding cans and power pads, and
drag soldering across wider contact rows.

COMPATIBILITY AND SCOPE OF DELIVERY

For the SHP-T hand piece on the TMT-5000S-1 and TMT-5000S-2 soldering stations. One soldering tip
cartridge is supplied per order unit.


