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D A T A S H E E T

Soldering tip chisel 2.5 mm
30 degree T series -
Thermaltronics TM60CP200

Item no. WL38419 Manufacturer Thermaltronics

 
Chisel cartridge with a 2.5 mm edge and a short 6.4 mm tip
length. This width covers everyday work between fine pitch and
ground plane and wets connector pins, terminals and component
legs in one pass. For TMT-5000S-1 and TMT-5000S-2 with the
SHP-T hand piece, working range 325-358 °C.

TECHNICAL DATA

Weight 0.1 kg

DESCRIPTION

In daily repair work joint sizes change constantly and swapping tips per component costs time. The
2.5 mm chisel face of this T cartridge sits deliberately in the middle of the range and, with 6.4 mm of
reach, handles both component legs and heavier terminations.

BENEFITS

2.5 mm edge as an all-round width between fine pads and ground terminations
Short 6.4 mm tip length for accurate placement
Heat transfer sufficient for lead-free alloys at 325-358 °C
No temperature control needed, the cartridge defines the working point
RoHS compliant, tool-free change on the SHP-T hand piece

TECHNICAL DATA

Item number WL38419

Model TM60CP200

Manufacturer Thermaltronics

Manufacturer item number TM60CP200

Product series T tip series, 325-358 °C

Temperature range 325-358 °C
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Soldering or desoldering tip Soldering tip

Tip shape Chisel

Tip width 2.5 mm (0.1 in)

Tip length 6.4 mm (0.25 in)

Suitable hand piece SHP-T

Suitable stations TMT-5000S-1, TMT-5000S-2

Dimensions with packaging (LxWxH) 117 mm x 33 mm x 13 mm (4.6 in x 1.3 in x 0.5 in)

Weight 0.1 kg

Order unit Piece

Compliance RoHS compliant, lead-free

APPLICATIONS

General repair and assembly, soldering pin headers, screw terminals, relay pins and wire links. Also
suitable for tinning stranded wire of medium cross section.

COMPATIBILITY AND SCOPE OF DELIVERY

Matches the SHP-T hand piece of the TMT-5000S-1 and TMT-5000S-2 stations. One soldering
cartridge with integrated heating element is included.


