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D A T A S H E E T

Flexible arm with nozzle 50
mm, ESD - JBC FAE020

Item no. WL42019 Manufacturer JBC

 
Flexible ESD safe extraction arm with nozzle and 50 mm diameter
for the JBC FAE2-5B extraction unit. The freely positioned arm
keeps the extraction close to the joint. The FAE2-5B regulates the
air flow by the number of hoses and the filter saturation.

TECHNICAL DATA

Ausführungsklasse ESD (antistatic)

Weight 0.1 kg

STANDARDS & COMPLIANCE

ESD safe IEC 61340-5-1

DESCRIPTION

The FAE020 flexible arm captures solder fume through a nozzle right at the joint and positions freely.
It fits the JBC FAE2-5B extraction unit, which regulates the air flow depending on the number of
suction hoses used and the filter saturation.

BENEFITS

Flexible arm for individual positioning at the joint
Nozzle with 50 mm diameter matched to the FAE2-5B extraction unit
Compressed length of 0.94 m for compact workstations
ESD safe design for electronics workstations

TECHNICAL DATA

Item no. WL42019

Manufacturer item no. FAE020

Manufacturer JBC

Diameter 50 mm
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Length compressed 0.94 m

ESD safe yes

Dimensions with packaging (LxWxH) 1050 mm x 170 mm x 120 mm

Order unit piece

APPLICATIONS

Point extraction of solder fume directly at the joint in repair, prototyping and production soldering.

COMPATIBILITY AND SCOPE OF DELIVERY

Suitable for the FAE2-5B extraction unit. Supplied as a single piece with nozzle.

ESD safe, suitable for workplaces in accordance with IEC 61340-5-1. Made in Spain.


