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D A T A S H E E T

Knipex 46 31 A32. Circlip
pliers for outer rings on
shafts angled 45 °, black
atramentized, 210 mm

Item no. WL61564 Manufacturer Knipex

 
Circlip pliers for outer rings on shafts angled 45 °, black
atramentized, 210 mm

TECHNICAL DATA

Colour Black

Weight 0.1 kg

STANDARDS & COMPLIANCE

DIN 5254

DESCRIPTION

OTHER VERSIONS

item number tip diameter tool length

WL61561 0.9 mm 130 mm

WL61562 1.3 mm 130 mm

WL61563 1.8 mm 185 mm

WL61564 2.3 mm 210 mm

WL61565 3.2 mm 310 mm

Strong shape, forged. Slip-resistant, sturdy tips. Based on DIN 5254 A and DIN 5254 B, but angled at
45°. - Shape: 3 - Capacity for shaft diameters: Ø 40 - 100mm - Points (diameter): Ø 2.3mm

Strong shape, forged
Slip-resistant, stable tips

http://esd.equipment/wl61561
http://esd.equipment/wl61562
http://esd.equipment/wl61563
http://esd.equipment/wl61565
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PRODUCT DETAILS

item number WL61564

model 46 31 A32

manufacturer KNIPEX

manufacturer item number 46 31 A32

dimensions (LxWxH) 220 mm x 40 mm x 15 mm

dimensions with packaging (LxWxH) 230 mm x 83 mm x 48 mm

Packaging volume 0.932 dm³

order unit piece

type of packaging single pack

RoHS conform no

surface black atramentised

VDE no

tip diameter 2.3 mm

ESD safe no

jaw angle Jaws, angled, 45

tool length 210 mm

description head polished

type of handle Covered with plastic

type of pliers snap ring pliers


