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D A T A S H E E T

Knipex 48 21 J11. Precision
circlip pliers for inner rings
in bores, gray atramentized,
130 mm

Item no. WL61572 Manufacturer Knipex

 
Precision circlip pliers for inner rings in bores, gray atramentized,
130 mm

TECHNICAL DATA

Colour Grey

Weight 0.1 kg

DESCRIPTION

OTHER VERSIONS

item number tip diameter tool length

WL61571 0.9 mm 130 mm

WL61572 1.3 mm 130 mm

WL61573 1.8 mm 165 mm

WL61574 2.3 mm 210 mm

WL61575 3.2 mm 305 mm

Precision circlip pliers with high load capacity for continuous use: up to 10 times longer service life
compared to turned tips. With inserted tips for safe working. Bolted joint: precise, backlash-free
operation of the pliers. Anti-slip plastic coating on the handles. Angled tips. - Shape: 2 - Capacity for
bore diameters: Ø 12 - 25mm - Tips (diameter): Ø 1.3mm

Bolted joint: precise, backlash-free operation of the pliers
Anti-slip plastic coating on the handles

PRODUCT DETAILS

item number WL61572

http://esd.equipment/wl61571
http://esd.equipment/wl61573
http://esd.equipment/wl61574
http://esd.equipment/wl61575
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model 48 21 J11

manufacturer KNIPEX

manufacturer item number 48 21 J11

dimensions (LxWxH) 130 mm x 52 mm x 12 mm

dimensions with packaging (LxWxH) 170 mm x 84 mm x 32 mm

Packaging volume 0.406 dm³

order unit piece

type of packaging single pack

standards DIN 5256 D

RoHS conform no

surface grey atramentised

VDE no

tip diameter 1.3 mm

jaw angle Jaws, angled, 90

ESD safe no

tool length 130 mm

type of handle covered with anti-slip plastic

type of pliers snap ring pliers


