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Knipex 98 33 50. Torque
wrench with external square
drive, reversible, 385 mm

Item no. WL62274 Manufacturer Knipex

Torque wrench with external square drive, reversible, 385 mm

I TECHNICAL DATA

Weight 0.1 kg

I STANDARDS & COMPLIANCE

| DESCRIPTION

| OTHER VERSIONS

item number tool length
WL62273 290 mm
WL62274 385 mm

Reversible for tightening left-hand threads. Lockable torque adjustment. Adjustable in 0.25 Nm
increments. Very secure fastening of the operating tools due to screwed locking. Calibration
certificate enclosed. Transparently insulated scale range 5 - 50 Nm. - Connecting square: 3/8mm

Reversible for tightening left-hand threads

Lockable torque adjustment

Adjustable in 0.25 Nm increments

e Very secure fastening of the actuating tools due to screwed locking mechanism
Calibration certificate enclosed
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| PRODUCT DETAILS

item number

model

manufacturer
manufacturer item number
dimensions (LxWxH)
dimensions with packaging (LxWxH)
Packaging volume

order unit

type of packaging
standards

RoHS conform

VDE

ESD safe

tool length

WL62274

98 3350

KNIPEX

98 3350

385 mm x 85 mm x 55 mm
445 mm x 130 mm x 90 mm
2.067 dm3

piece

single pack

DIN EN 60900, I1SO 3315 | IEC 60900
no

no

no

385 mm
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