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D A T A S H E E T

Soldering tip XNT 1SLX
round bevelled 0.4 mm,
length 39.5 mm - Weller XNT
1SLX

Item no. WL63506 Manufacturer Weller

 
Round, bevelled XNT 1SLX soldering tip with 0.4 mm width and
45° bevel for high heat-demand joints. Fits the WP 65, WTP 90,
WXP 65 and WXP 90 soldering irons.

TECHNICAL DATA

Ausführungsklasse ESD (antistatic)

Country of Manufacture Germany

HS-Code 85159080900

Weight 0.1 kg

STANDARDS & COMPLIANCE

ESD safe

DESCRIPTION

The XNT 1SLX handles large joints with high heat demand and delivers the XNT-series performance
for demanding universal soldering work.

BENEFITS

Round shape bevelled at 45° with 0.4 mm width for precise yet heat-rich transfer
HM tip type of the XNT series for maximum heat transfer on large joints
Wide XNT range as a cost-efficient alternative with long service life

TECHNICAL DATA

Model XNT 1SLX

Manufacturer item no. T0054487599

Tip series XNT

Tip shape bevelled, round

Tip angle 45°
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Tip width 0.4 mm

Tip length 39.5 mm

Diameter 4.75 mm

Tip type HM

Tip alignment straight

Suitable handpiece WP 65, WTP 90, WXP 65, WXP 90

APPLICATIONS

Soldering of large joints with high heat demand
Universal electronics and repair work with high quality requirements

COMPATIBILITY

Fits the WP 65, WTP 90, WXP 65 and WXP 90 soldering irons

Made in Germany. ESD-safe use on dissipative Weller soldering stations.


