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D A T A S H E E T

Bahco NS220-10. Non-
sparking socket wrench,
1/2",hexagon, 10 mm

Item no. WL70592 Manufacturer Bahco

 
Non-sparking socket wrench, 1/2",hexagon, 10 mm

TECHNICAL DATA

Weight 0.1 kg

STANDARDS & COMPLIANCE

ISO 2725

DESCRIPTION

OTHER VERSIONS

item number wrench width

WL70594 13 mm

WL70596 15 mm

WL70599 22 mm

WL70598 19 mm

WL70593 11 mm

WL70597 17 mm

WL70600 24 mm

WL70595 14 mm

WL70592 10 mm

Made of aluminium bronze
Standard length sockets, 1/2” square drive

http://esd.equipment/wl70594
http://esd.equipment/wl70596
http://esd.equipment/wl70599
http://esd.equipment/wl70598
http://esd.equipment/wl70593
http://esd.equipment/wl70597
http://esd.equipment/wl70600
http://esd.equipment/wl70595
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Hex profile
metric sizes
Produced according to ISO 2725/1174
Non-sparking (NS) tools designed for use in potentially explosive environments

PRODUCT DETAILS

item number WL70592

manufacturer BAHCO

manufacturer item number NS220-10

length 40 mm

width 24 mm

depth 18 mm

order unit piece

type of screw hexagonal

wrench width 10 mm


